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Incubator System
Neonatal incubator is warming equipment used for providing constant temperature and humidity for treatment of premature infants 

and critical neonates on the basis of satisfying their physiological characteristics and needs.

COMEN B3 incubator was thoughtfully designed to provides stable temperature and suitable humidity ambient, in addition to

configure vital signs monitoring function to promoting the growth and stability of even the most fragile of patients.

Intelligent Variable Resistance 
Heating Technology

Thanks to dual resistive heating tube and fin-style radiator, 

B3 shorten heating time of the incubator ≤ 35 mins with

 its control system, which saves time in emergency 

treatment of preterms, in addition, temperature fluctuation

 is significantly reduced to 0.3 ° .

Advanced air circulation: Dual inlet and outlet symmetrically

A more comfortable environment with stable temprature 

and suitable humidity ambient is within reach.

Appropriate temperature inside the incubator can reduce neonates’ loss of water and to reduce their risk of dehydration, 

B3 double guarantee the control of temperature through 7 channels of detection.

7 channels temperature collection：

Constant temperature figure

Traditioanl temperature 
control system

Comen temperature 
control system

3 independent over temperature protection：

temperature control technology

Two- way incubator 
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Humidity control technology

With PWM control technology and  highly- effective 

humidity generator, B3 provide rapid wetting to create 

an environment that more close to maternal

uterine temperature. 
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Boiling sterilization: Disinfection and sterilization is through boiling water in 

the humidity generator.

This humidification system is designed in accordance with earth gravity 

theory，so that water residue inside the generator could be avoid to get 

rid of bacteria breeding and contamination.

Water container: Using heat- resisting material, with characteristics of 

corrosion preventive and long service life, adapt up to 134℃ high 

temperature steam sterilization.

Inner box wind speed control: ≤0.1m/min, reduce the surface water loss of 

infants, lower the inner box noises and create a more quiet and 

comfortable environment.

When temperature inside the shelf 

exceeds limits,heating instrument will 

stop heating automatically after detection 

by the control system

A sensor is applied to control 

temperature through sending 

signals to heating instrument

A mechanical over temperature switch is 

used to prevent over temperature based 

on its high-temperature deformation 

characteristics

 A Deeper Love

Neonatal incubator is warming equipment used for providing constant temperature and humidity for treatment of premature 

infants and critical neonates on the basis of satisfying their physiological characteristics and needs.

COMEN B8 incubator was thoughtfully designed to provides stable temperature and suitable humidity ambient,in addition to 

configured vital signs monitoring function to promoting the growth and stability of even the most fragile of patients.



Oxygen concentration control technology
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The transparent shelf is made of food- level Perspex 

materials with high transparency, safety, and environmental 

friendly characteristics.

The bed adopted nature color and environmental friendly 

ABS materials, safer and more reliable,improving

comfort.

Rolling castor from STEINCO with 86 years experiences in this industry. It is the provider of world famous

manufacture such as Mercedes Benz, BMW.

Servo Oxygen Supply: According to air- 02 distribution standard and 02 consentration adjustment, B3 infant incubator provids 

advanced close- loop feedback technology.

One- press O2 concentration calibration ：Thanks to Comen patented technology—two- point calibration (21 % and 100%), 

02 concentration detection precision reaches to ±2%，higher than other brands.

Ingenuity is shining at every part of its body. 

Thinking in a way that healthcare providers think, 

to help healthcare provider to reduce their workload, 

to improve the effectiveness of their treatment, 

to avoid operational risks, is the mission of us. 

Ingenuity Serves for Benevolence

All for Love 
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Human- Machine interaction

8 inches LED touch-screen, key board with 

backlit and touch operation,

Screen angel adjustable, easy for observation.

Intelligent Adjustment

Bed tilted angle support maximum 13°, touch screen control, 

intuitive operation.

Support one press “flat, 5°, 12°” angel adjustment, to realize instant 

operation, saving time for clinical emergency, and nursing 

operation.

Damping design of the door 

Adopting damping design on the left and right access  

panel, easy to open and close. slowly falling of the 

panel is able to get rid of hitting the incubator, creating 

a calm zone around the neonates.

Unarmed  disassemble 

of beds and sink to  

realize through  cleaning 

and disinfection. The air 

circulation system can be 

thoroughly cleaned without 

removing the temperature 

control system and the 

heating equipment.

Limits

Collect

Human- machine interaction

CPU1 CPU2 CPU3 CPU4

Alarm system Temperature collection Thermoregulation

Four independent CPU
Four independent CPU system, these are human- machine interaction, alarm system, 

temperature collection and thermoregulation, each system works independently 

without interference to each other, when one CPU fails, it won’t affect other CPU systems.

Wired/wireless central monitoring system, automatically save and record infants’ 

vital parameter and incubator parameters.
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